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fold up

Thermicroll® door by Rolltore, perfect 
solution for every environment because 

of his flexibility and the wide range of 
models. It is affordable and it could be 

used for the closure of big open spaces.

PARAMETERS TECHNICAL AND OPERATING SPECIFICATIONS
APPLICATION Inside and outside

MAX CLEAR DIMENSIONS 50.000 x 40.000 mm 

OPENING SPEED ~ 1 m/s

CLOSING SPEED ~ 1 m/s

OPERATING TEMPERATURE -20°C +30°C

WIND RESISTANCE
W 3000 x 3000
W 5000 x 5000
W 7000 x 5000
W 8000 x 8000

Class
4
3
2
1

STRUCTURE STANDARD
Galvanized steel 

OPTIONAL 
Painted inox steel

CURTAIN PVC curtain thickness 0,9 mm - 900 gr/mq

CONTROL PANEL Mechanical contactor 

POWER SUPPLY 400 V 16 A 3 Ph

FREQUENCY 50/60 Hz

LIMIT SWITCH Mechanical

EMERGENCY OPENING STANDARD 
Manual crank release

OPTIONAL 
Counterweight

SAFETY EDGE (EN 13241) Anti-crushing sensor

DURABILITY 1.000.000 open/close cycles with standard maintenance every 6 months
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APPLICATION FIELDS
GDO INDuSTRy LOGISTIC REFRIGERATION GARAGE AIRPORTS PORTS GENERAL uSE

DIMENSIONS

CuRTAIN COLOR RANGE

RAL 7037
SIMIL

RAL 7042
SIMIL

RAL 7035
SIMIL

RAL 9006
SIMIL

RAL 5012
SIMIL

RAL 5002
SIMIL

RAL 3002
SIMIL

RAL 6026
SIMIL

RAL 9010
SIMIL

RAL 1013
SIMIL

RAL 1003
SIMIL

RAL 2004
SIMIL
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